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(ii) Inspection after cleaning with re-
jection of packagings with visible dam-
age such as tears, creases or cracks, or
damaged threads or closures, or other
significant defects;

(iii) Replacement of all non-integral
gaskets and closure devices with new
or refurbished parts, and cushioning
and cushioning materials; and compo-
nents including gaskets, closure de-
vices and cushioning and cushioning
material. (For a UN 1H1 plastic drum,
replacing a removable gasket or clo-
sure device with another of the same
design and material that provides
equivalent performance does not con-
stitute reconditioning); and

(iv) Ensuring that the packagings are
restored to a condition that conforms
in all respects with the prescribed re-
quirements of this subchapter.

(3) A person who reconditions a pack-
aging manufactured and marked under
the provisions of subpart L of part 178
of this subchapter, shall mark that
packaging as required by § 178.503(c)
and (d) of this subchapter. The mark-
ing is the certification of the recondi-
tioner that the packaging conforms to
the standard for which it is marked
and that all functions performed by the
reconditioner which are prescribed by
this subchapter have been performed in
compliance with this subchapter.

(4) The markings applied by the re-
conditioner may be different from
those applied by the manufacturer at
the time of original manufacture, but
may not identify a greater performance
capability than that for which the
original design type had been tested
(for example, the reconditioner may
mark a drum which was originally
marked as 1A1/Y1.8 as 1A1/Y1.2 or 1A1/
Z2.0).

(5) Packagings which have significant
defects which cannot be repaired may
not be reused.

(d) Remanufacture of non-bulk pack-
agings. For the purpose of this sub-
chapter, remanufacture is the conver-
sion of a non-specification, non-bulk
packaging to a DOT specification or
U.N. standard, the conversion of a
packaging meeting one specification or
standard to another specification or
standard (for example, conversion of
1A1 non-removable head drums to 1A2
removable head drums) or the replace-

ment of integral structural packaging
components (such as non-removable
heads on drums). A person who re-
manufactures a non-bulk packaging to
conform to a specification or standard
in part 178 of this subchapter is subject
to the requirements of part 178 of this
subchapter as a manufacturer.

(e) Non-reusable containers. A pack-
aging marked as NRC according to the
DOT specification or UN standard re-
quirements of part 178 of this sub-
chapter may be reused for the ship-
ment of any material not required by
this subchapter to be shipped in a DOT
specification or UN standard pack-
aging.

[Amdt. 173–224, 55 FR 52614, Dec. 21, 1990, as
amended at 56 FR 66266, Dec. 20, 1991; 57 FR
45460, Oct. 1, 1992; Amdt. 173–241, 59 FR 67491,
67492, Dec. 29, 1994; 60 FR 7627, Feb. 8, 1995;
Amdt. 173–241, 60 FR 26805, 26806, May 18, 1995
Amdt. 173–255, 61 FR 50624, 50265, Sept. 26,
1996; 61 FR 51495, Oct. 2, 1996; Amdt. 173–254,
62 FR 14338, Mar. 26, 1997; 64 FR 10776, Mar. 5,
1999; 64 FR 44428, Aug. 16, 1999]

§ 173.29 Empty packagings.

(a) General. Except as otherwise pro-
vided in this section, an empty pack-
aging containing only the residue of a
hazardous material shall be offered for
transportation and transported in the
same manner as when it previously
contained a greater quantity of that
hazardous material.

(b) Notwithstanding the require-
ments of paragraph (a) of this section,
an empty packaging is not subject to
any other requirements of this sub-
chapter if it conforms to the following
provisions:

(1) Any hazardous material shipping
name and identification number mark-
ings, any hazard warning labels or
placards, and any other markings indi-
cating that the material is hazardous
(e.g., RQ, INHALATION HAZARD) are
removed, obliterated, or securely cov-
ered in transportation. This provision
does not apply to transportation in a
transport vehicle or a freight container
if the packaging is not visible in trans-
portation and the packaging is loaded
by the shipper and unloaded by the
shipper or consignee;

(2) The packaging—
(i) Is unused;
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(ii) Is sufficiently cleaned of residue
and purged of vapors to remove any po-
tential hazard;

(iii) Is refilled with a material which
is not hazardous to such an extent that
any residue remaining in the pack-
aging no longer poses a hazard; or

(iv) Contains only the residue of—
(A) An ORM–D material; or
(B) A Division 2.2 non-flammable gas,

other than ammonia, anhydrous, and
with no subsidiary hazard, at an abso-
lute pressure less than 280 kPa (40.6
psia); at 20 °C (68 °F); and

(3) Any material contained in the
packaging does not meet the defini-
tions in § 171.8 of this subchapter for a
hazardous substance, a hazardous
waste, or a marine pollutant.

(c) A non-bulk packaging containing
only the residue of a hazardous mate-
rial covered by table 2 of § 172.504 of
this subchapter—

(1) Does not have to be included in
determining the applicability of the
placarding requirements of subpart F
of part 172 of this subchapter; and

(2) Is not subject to the shipping
paper requirements of this subchapter
when collected and transported by a
contract or private carrier for recondi-
tioning, remanufacture or reuse.

(d) Notwithstanding the stowage re-
quirements in Column 10a of the
§ 172.101 table for transportation by ves-
sel, an empty drum or cylinder may be
stowed on deck or under deck.

(e) Specific provisions for describing
an empty packaging on a shipping
paper appear in § 172.203(e) of this sub-
chapter.

(f) [Reserved]
(g) A package which contains a res-

idue of an elevated temperature mate-
rial may remain marked in the same
manner as when it contained a greater
quantity of the material even though it
no longer meets the definition in § 171.8
of this subchapter for an elevated tem-
perature material.

[Amdt. 173–224, 55 FR 52614, Dec. 21, 1990, as
amended by Amdt. 173–227, 56 FR 49989, Oct.
2, 1991; Amdt. 173–231, 57 FR 52939, Nov. 5,
1992; Amdt. 173–251, 61 FR 28676, June 5, 1996;
Amdt. 173–260, 62 FR 1236, Jan. 8, 1997; 64 FR
10776, Mar. 5, 1999]

§ 173.30 Loading and unloading of
transport vehicles.

A person who loads or unloads haz-
ardous materials into or from a trans-
port vehicle or vessel shall comply
with the applicable loading and unload-
ing requirements of parts 174, 175, 176,
and 177 of this subchapter.

[Amdt. 173–94, 41 FR 16064, Apr. 15, 1976]

§ 173.31 Use of tank cars.
(a) General. (1) No person may offer a

hazardous material for transportation
in a tank car unless the tank car meets
the applicable specification and pack-
aging requirements of this subchapter
or, when this subchapter authorizes the
use of an non-DOT specification tank
car, the applicable specification to
which the tank was constructed.

(2) Tank cars and appurtenances may
be used for the transportation of any
commodity for which they are author-
ized in this part and specified on the
certificate of construction (AAR Form
4–2 or by addendum on Form R–1). See
§ 179.5 of this subchapter. Transfer of a
tank car from one specified service on
its certificate of construction to an-
other may be made only by the owner
or with the owner’s authorization. A
tank car proposed for a commodity
service other than specified on its cer-
tificate of construction must be ap-
proved for such service by the AAR’s
Tank Car Committee.

(3) No person may fill a tank car
overdue for periodic inspection with a
hazardous material and then offer it
for transportation. Any tank car
marked as meeting a DOT specification
and any non-specification tank car
transporting a hazardous material
must have a periodic inspection and
test conforming to subpart F of part
180 of this subchapter.

(4) No railroad tank car, regardless of
its construction date, may be used for
the transportation in commerce of any
hazardous material unless the air
brake equipment support attachments
of such tank car conform to the stand-
ards for attachments set forth in
§§ 179.100–16 and 179.200–19 of this sub-
chapter.

(5) No railroad tank car, regardless of
its construction date, may be used for
the transportation in commerce of any
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